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2.6 mil White TC Polypropylene
TECHNI-SHEEN

CONTACT US
Phone: 800-358-4448

Fax:  937-859-9096
www.technicote.com

P
•UV Flexo
•Water-Based Flexo
•Gravure
•UV Inkjet
•Hot Stamp
•Thermal Transfer

RINT METHODS

•Coated gloss surface is print 
receptive for various methods
•Excellent die-cut performance
•Exceptional opacity & 
whiteness
•Great stiffness for efficient 
dispensability

FEATURES

M
•Health & Beauty Aids
•Beverage
•Cosmetics
•Food Containers
•Indirect Food Contact
•Household Products

ARKETS

11.2014

A Class of its Own

Label is printed on:
Item#9974345
2.6 mil Techni-Sheen 
White TC Polypropylene
TS523/40#SCK

T E C H N I - S H E E N

Item # Product Service Location

9974345
2.6 mil Techni-Sheen White TC BOPP
TS523/40# SCK 

Trim Free
5000’ rolls

Terre Haute, IN
Corona, CA

2.6 mil Techni-Sheen White TC Polypropylene is also available as a custom coat product 
with your choice of  adhesive and release liner from our Terre Haute, IN or Corona, CA 
manufacturing plants. Contact your Technicote sales representative for current pricing 
and lead times.

Technicote’s 2.6 mil Techni-Sheen White TC Polypropylene is a white opaque, topcoated, 
biaxially oriented (BOPP) film that may be used in a wide variety of  pressure sensitive 
label applications. The cavitated polypropylene core is treated one side with a print 
receptive gloss coating for superb ink adhesion, and has great stiffness for efficient 
dispensability. The highly treated adhesive bonding layer on the reverse side allows the 
film to be coated with both permanent and removable adhesives. Economically priced, 
typical markets where this product is used include Health & Beauty Aids, Beverage, 
Household, and more!

Request a printed sample!


